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Key Points  
 

· Glue closes skillet cartons 
· Manual load infeed 
· Speeds of up to 40 cartons per minute 
· Quick and easy size changes (within 5    

minutes) 
· Fully adjustable rails to ensure optimal    

glue compression 
· One operator for continuous running 
 
Machine Construction  
 

· Stainless steel chassis for long life,           
appearance and cleanability 

· Polycarbonate covers for operator viewing 
and safety 

· Full length, hinged door for easy access 
· Quality components for performance &     

durability 
 
Specifications  
 

· Output—up to 40 cartons per minute 
· Machine Motor—0.25kW 
· Net weight—150 Kg 
· Dimensions—3402 (L) x 1260 (H) x 890 (W) 
· Power—240V, 16A, Single Phase 
· Air Consumption—5L per Min at  6bg 

Special Features  
 

· Variable speed drive to optimise       
performance 

· Pressurised hot melt glue system for 
reliable, controlled and safe glue        
application 

· Electrically interlocked guards and     
infeed for safety 

 

Options  
 

· Extra long infeed for more than two   
operators 

· Integrated Ink Jet coder  or labeler 
· Carton counter 
· Outfeed conveying 
· Configurable for closing ‘crash lock” 

style cartons. 

The rml c402  carton sealer is another quality 
machine which belongs to the c series range 
of packaging automation for Food and      
Consumer Goods Industries. 
 
The rml c402  carton sealer is a simple and 
economic machine designed to glue close a 
range of carton board skillets.  It has been 
designed to enable quick size changes and 
ease of cleanability and access.  An on board 
variable speed drive allows the sealer to be 
operated at the most efficient speed for your 
production line.   
 
The new extended infeed to the c402 carton 
sealer is designed to allow multiple operator 
loading of skillets into the sealer. It improves 
the safety and makes it easier to load skillets 
into the sealer.  The extended infeed consists 
of a single centre flighted chain, driven by the     
sealers main chain and fits between two     
adjustable side guides. The width adjustment 
for the whole machine including the extended 
infeed guides is by way of a single counter 
winder handle.   
 
 A pressurised hot-melt glue system ensures 
safe, reliable and controlled glue application. 
�
��

Carton Sealer  


